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KOCHGLÄSER UND ALLGEMEINES LABORGLAS

BOILING FLASKS AND GENERAL LABORATORY GLASSWARE 

DURAN® STEHKOLBEN 
enghalsig, mit Bördelrand 

DURAN® FLAT BOTTOM FLASK 
narrow neck, with beaded rim 

DURAN® STEHKOLBEN 
weithalsig, mit Bördelrand

DURAN® FLAT BOTTOM FLASK 
wide neck, with beaded rim 

Stehkolben eignen sich durch die gleich- 

mäßige Wandstärke ideal als Kochglas.

Durch den flachen Boden kann der 

Kolben abgestellt werden. Kolben mit 

einem Halsdurchmesser von 65 mm  

haben einen verstärkten Rand.

Stehkolben eignen sich durch die gleich- 

mäßige Wandstärke ideal als Kochglas. 

Durch den flachen Boden kann der 

Kolben abgestellt werden. Bequemes 

Befüllen und Entnehmen durch den  

weiten Hals. Kolben mit einem Hals-

durchmesser von 76 mm haben einen 

verstärkten Rand.

Uniform wall thickness distribution makes

these flasks ideal for heating applications.

Flat base means flasks can be set down 

without a supporting ring. Flasks with a neck 

diameter of 65 mm have a reinforced rim.

Uniform wall thickness distribution makes

these flasks ideal for heating applications.

Flat base means flasks can be set down 

without a supporting ring. The wide neck 

permits easy filling and removal of flask 

contents. Flasks with a neck diameter  

of 76 mm have a reinforced rim.
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Cat. No.
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Verpackungseinheit/ 

Stück

Pack/Quantity

21 711 17 50 51 26 90 10

21 711 24 100 64 26 105 10

21 711 36 250 85 34 138 10

21 711 44 500 105 34 163 10

21 711 54 1 000 131 42 190 10

21 711 641 2 000 166 42 250 10

21 711 681 3 000 185 50 250 1

21 711 71 4 000 207 50 275 1

21 711 731 5 000 223 50 290 1

21 711 76 6 000 237 65 315 1

21 711 86 10 000 280 65 360 1
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Inhalt
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Verpackungseinheit/ 

Stück

Pack/Quantity

21 731 17 50 51 34 90 10

21 731 24 100 64 34 105 10

21 731 36 250 85 50 138 10

21 731 44 500 105 50 163 10

21 731 54 1 000 131 50 190 10

21 731 631 2 000 166 76 230 10

21 731 64 2 000 166 50 230 10

1 Nicht nach DIN ISO.

1 Nicht nach DIN EN ISO.

1 Non-DIN ISO size.

1 Non-DIN EN ISO size.
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